
MS51861

PHILLIPS PAN HEAD, TYPE AB

MATERIAL - CARBON STEEL, 1016 THRU 1024 CASE (HARDENED) OR

                      CRES TYPE 410 (HARDENED)

                      PER FED-STD-66

FINISH - CARBON STEEL: CADMIUM PER QQ-P-416 TYPE II

              CRES : PASSIVATE PER QQ-P-35

SIZE #2 #4 #6 #8 #10

A .155-.167 .205-.219 .256-.270 .306-.322 .357-.373

H .053-.062 .070-080 .087-.097 105-.115 .122-.133

LENGTH (L) DASH # DASH # DASH # DASH # DASH #

3/16 1 - - - -

1/4 - 12 22 - -

3/8 - 14 24 34 -

1/2 - 15 25 35 45

5/8 - - 26 36 46

3/4 - - 27 37 47

1 - - 28 39 49

SIZE #2 #4 #6 #8 #10

A .155-.167 .205-.219 .256-.270 .306-.322 .357-.373

H .053-.062 .070-080 .087-.097 105-.115 .122-.133

LENGTH (L) DASH # DASH # DASH # DASH # DASH #

1/4 - 12C 22C - -

3/8 - 14C 24C 34C -

1/2 - 15C 25C 35C 45C

5/8 - - 26C 36C 46C

3/4 - - 27C 37C -

MS21207

PHILLIPS 100 DEG. FLAT HEAD, TYPE B

MATERIAL - CARBON STEEL, 1016 THRU 1024 CASE (HARDENED) OR

                      CRES TYPE 410 (HARDENED)

                      PER FED-STD-66

FINISH - CARBON STEEL: CADMIUM PER QQ-P-416 TYPE II

              CRES : PASSIVATE PER QQ-P-35

SIZE #6 #8 #10

A .257-.279 .308-.332 .359-.385

LENGTH (L) DASH # DASH # DASH #

3/8 6-6 - -

1/2 6-8 8-8 10-8

5/8 - 8-10 10-10

3/4 - 8-12 10-12

SIZE #6 #8 #10

A .257-.279 .308-.332 .359-.385

LENGTH (L) DASH # DASH # DASH #

3/8 C6-6 - -

1/2 C6-8 C8-8 C10-8

5/8 - C8-10 -

3/4 - - -
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